
Flexible 
Packaging 
Solutions

 • Less material is used to create 
	 	 flexible	packaging,	creating	less 
	 	 waste	and	therefore,	is	more 
	 	 environmentally	friendly		
	 •	 Less	water	and	energy	is	utilized	in 
	 	 the	creation	of	flexible	packaging 
	 	 resulting	in	products	weighing 
	 	 less,reducing	transportation	costs, 
	 	 and	energy	waste
	 •	 Helps	ensure	food	safety	
	 •	 Prolongs	shelf	life

	 •	 Easily	print	on	materials	that	can	 
	 	 be	heated,	frozen,	resealed,	etc.	 
	 •	 GetLabels	is	an	excellent	resource 
	 	 for	blank	flexible	packaging			 	
	 	 materials	for	most	major	brands. 
	 	 AstroNova’s	engineering	team	 
	 	 has	tested	and	qualified	these 
	 	 materials	to	be	perfectly	suited	for	 
	 	 use	in	AstroNova’s	TrojanLabel	 
	 	 Presses	such	as	the	T2-C,	T2-L,	 
	 	 and	T4

astronovaproductid.com



Grade 5402 5403 5404 5405 5443 5444 5445 5553

Film Structure 
(from outer to sealing layer)

AQPET-w/P0-t AQPET-w/P0-t AQPET-wm/
P0-t

AQ-PETmet-w/
OPP-Bar

AQPET-w/AL/
P0-t

AQPET-w/AL/
P0-t

AQ-OPP-w /
OPP-Bar/P0-t AQOPP-w

Grammage
(total in µm) 65 66 66 62 110 74 116 68

Colouring
outside white white white white white white white white

inside white white metallised metallised metallised metallised white white

Barrier Properties

WTR  
DIN 53122 (23 °C/85 % r.H.) 18 18 6,6 1,1 < 0,1 < 0,1 0,82 3

OTR 
DIN 53380-3 (23 °C/dry) 70 7ß 0,1 < 0,1 < 0,1 0,09 13

Recyclability
OTHER OTHER OTHER OTHER OTHER OTHER PP PP

Flex Crack Resistance Sihl testing method          

AQ-Inkjet Printability dye & pigmented ink                

Sealability heat & ultrasonic                

Packing Machinability
VFFS

HFFS

Cereals

Chocolate

Confectionary

Nuts

Coffee

Tea

Herbs & Spices

Petfood dry

Detergents

Cosmetics

Nomenclarture
good               
superb        

Direct Food  
Compliance

All Sihl ARTYSIO packaging grades are made for direct food contact.       
However, please ask for a compliance declaration for your specific application.

Product Portfolio
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Criteria and evaluation methodology of the bifa Umweltinstitut GmbH, tested by the 

Fraunhofer Institute for Process Engineering and Packaging (Fraunhofer IVV), last updated: 

is valid until 
 (two years after issue). 

Cologne, dated

Markus Müller-Drexel Managing DirectorINTERSEROH Dienstleistungs GmbH
Dr. Manica Ulcnik-Krump 
Managing Director INTERSEROH Plastics R & D d.o.o

Dr. Siegfried Kreibe Deputy Managing Director 

Assignability to the collection system
Sortability of the packaging
Suitability for mechanical recycling
and the provision of secondary products

An ALBA Group company

Sihl GmbH 
ARTYSIO Packaging 5413 NW P&P PP DM VFFS 97 W

very good recyclability20 of 20 points

2 of 2
6 of 6

12 of 12

June 2018

no. 1611
28-03-202129-03-2019

©2022 QuickLabel, an AstroNova Division, and AstroNova, Inc. All rights reserved. All specifications subject to change at any  
time without notice. Please consult your sales representative for most current information. PI_FLEXIBLE_PKG_FLYER_102722_v2

Toll-free: 877-757-7978 | Tel: 401-828-4000 
info@astronovaproductid.com | www.astronovaproductid.com 


